DELIVERING MEASUREMENT SOLUTIONS
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fibra one

All-in-one testing solution for hair tresses



Overview

fibra.one is a multi-functional tress testing instrument, with multiple interchangeable
accessories for combing, 3-point bend, hair friction, curl compression, stress and
tensile testing. Measurements of hair tress properties can be used to develop new
hair care ingredients and technologies, evaluate the technical performance of new
formulations and support hair product claims.

Principal benefits:

il Intuitive icon-based software programme
1 Quick-change accessories designed for an efficient workflow
| One instrument, multiple measurement options

Applications and claims:

Ease of combing/conditioning claims
Strengthening/hydrating/damage repair claims
Styling hold/flexibility claims

Softness/curl retention claims
Smoothness/surface damage claims
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Combing —

The design of this accessory enables rapid tress mounting/dismounting (to change
samples or re-wet samples during testing), flexibility for a range of comb sizes and
thicknesses and a magnetic clamp plate to hold tresses within the comb during
testing.

Combing measurements provide invaluable information about the conditioning
performance of a product, and can be performed on both wet and dry tresses. Hair
combing properties correlate well with consumer attributes e.g. “ease of combing”,
“manageability” or “detangling”.

3-Point Bend —

This ergonomically designed accessory measures flexural properties of hair tresses,
and is most commonly used for styling claims such as “hold”, “stiffness” or “feel” in
the claims packages for styling polymers, hair gels and hair sprays. This can be used in
the same vertical orientation as the combing accessory, reducing the time spent
changing between accessories and testing methods.



Friction —

The friction accessory (used in the horizontal orientation) combines a rubber probe
mimicking hand/skin compliance and texture properties, and a base plate with
mechanism for secure and quick hair clamping. New design features include a
detachable platen for rapid tress mounting/dismounting, simplified indexing of the
probe position and an integrated auto-lift mechanism, removing the need for a
compressed air supply.

Hair friction properties correlate well with consumer attributes such as “smoothness”
or “surface damage” (heat, environmental, bleaching, repeated styling).

Dedicated software - fibra.
fibra.one is operated using Dia-Stron’s newest application software — fibra.

fibra.’s intuitive graphical interface is icon driven, making it uncluttered and easy to
navigate. The parameters for each testing method can be easily edited within the
software. fibra. is based on native scientific HDF5 format, offers a number of
integrated data processing tools and raw data can be exported as a text file, for use in
Excel or other statistical packages.






